KL-4030 Driver

Specification:

1: DC Power Input: 24V to 40VDC
2: Current: 0.9A-3A

3: Resolution: 1, ½, ¼, 1/8, 1/16, 1/32, 1/64
4: Overheat, Over Voltage Protection

5: Dimension: 115mm x 72mm x 32mm

I/O Port Connection:

1: VCC+: Connect 20 to 40V DC power Supply

2: GND

3: A+, A- 

4: B+, B-

5: PUL+, Connect to 5V

6: PUL-  Connect to Pulse Signal

7: DIR+, Connect to 5V

8: DIR-, Connect to  Direction Signal

M4, M8  are not used
Switch Selection:  On -> 1, Off -> 0

Current: 

	M5
	0
	0
	0
	0
	1
	1
	1
	1

	M6
	0
	0
	1
	1
	0
	0
	1
	1

	M7
	0
	1
	0
	1
	0
	1
	0
	1

	Current
	0.9
	1.2
	1.5
	1.8
	2.1
	2.4
	2.7
	3


MicroStep Resolution:

	M1
	1
	0
	1
	0
	1
	0
	1
	0

	M2
	1
	1
	0
	0
	1
	1
	0
	0

	M3
	1
	1
	1
	1
	0
	0
	0
	0

	Resolution
	1
	1/2
	1/4
	1/8
	1/16
	1/32
	1/64
	


